
1002998 - Rev. 005

[2]

(a)

(c)
(d)

(b)

1

2

[1]

FMM 9000E, Mora 
Cera,MMIX,Lavena



SV
Byt överstycke: Stäng först av inkommande vatten. Demontera mängdratten [1] och byt 
överstycket [2]. Skruva loss överstycket med hjälp av en skiftnyckel.
Inställning av ECO-stopp. 
Demontera mängdratten [1]. Drag av stoppringen (a) och vrid den med-sols [c] för mindre flöde, 
och motsols [d] för större flöde. Montera flödesregleringsratten med tryck-knappen 1 i linje med 
markeringen på blandarhuset 2. (a) stoppring   (b) spindel   (c) mindre flöde   (d) större flöde

EN
Replace the ceramic headwork: First turn off the incoming water. Dismantle the flow control 
knob [1] and replace the headwork [2]. Unscrew the headwork using a spanner. 
Setting ECO stop. 
Dismantle the flow control knob [1]. Pull off the stop ring (a) and turn it clockwise [c] for less 
flow, or counterclockwise [d] for more flow. Fit the flow regulation knob 1, aligning the button 
with the marker on the mixer housing.
2. (a) stop ring    (b) spindle    (c) less flow    (d) more flow


