
Installationsanvisning Mearin Plus & Expert

Skär ut anslutning enligt beskrivning. Montera utloppsdel. 

Instal lat ion instruct ions

MEA®RIN  Plus and Expert

   Form the lateral or lower opening by cutting along the cutting

edges using an angle grinder, jigsaw or similair.

If necessary, seperate the rounded areas using well-aimed

hammer blows. Smooth the edges using sandpaper.

Step 1

Excavate a trench, prepare a mortar

bed in acordance with MEA's

specifications for the respective

loading classes.

Step 2

Cut out the pre-formed outlet opening

using a jigsaw; attach the discharge

connector.

Step 3

Connect the channel section with

inserted grating to the underground

drainage pipe and place channel onto

the mortar bed.

Step 4

Install the remaining channel sections

and put the end caps into position.

Step 5

FIll in with concrete on both sides and

compact. 

Step 6

Lay the adjoining surfaces to be

2-3 mm higher than the grating upper

surface.

And the job's complete.

MEARIN Plus/Expert is now ready to

provide superlative drainage.
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1

Öppna sido- eller bottenöppning genom att såga med vinkelslip, sticksåg eller liknande. 
Finslipa med sandpapper. Skruva fast önskad anslutning. 

2

Gjut upp betongundergjutning/betongbalk. Montera ihop 2-3 meter ränna med monte-
rat galler. Anslut utlopp. Använd torrbetong för justering och låsning av ränna. Knacka 
rännan med gummiklubba i rätt nivå. Starta vid utlopp och arbeta dig bakåt. 

3

Se till så att rännmodulerna sitter ordentligt ihop i anslutning hona-hane. Montera res-
terande rännor och avsluta med montering av tät gavel. 

4

Gör avslutande ingjutning enligt spec. Se respektive belastningsklass. Färdig markyta 
skall vara 2-3 mm ovan ränna/galler. 
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