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DISKM AVST
ALT DISKM AVST KROM 10MM / R15
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IMPORTANCE FOR INSTALLATION:
1.The product has been passed the functionality test before ex-factory, please do not disassemble 
   by yourself at will.

2.The working pressure of this product is 0.05Mpa~1Mpa,the best water pressure is 0.1-0.5Mpa.
  Temperature of the water is 5°C~100°C 

3.The suitable install hole of this product is Ø29~Ø36mm,the distance between hole center and wall 
   is over 70mm

4.Should be scoured the inlet tube before install the mixer body.

5.Please be cautious when drill and install. 

1.Install the rubber gasket 

Install one piece of rubber gasket into the body.

Viktigt vid installation

Max tryck : 10 Bar
Max temperatur : 80 grader
Min - max håldiameter : 29–35 mm

1. Trä på gummipackningen
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Gummipackning

Metallbricka

Mutter

Skruv

2.Install the body group

Put the tubes into the sink hole.

3.Install the fixed components

Install two screws into the metal nut for next step 
usage;
Install the other rubber gasket, the metal washer and
metal nut into the body in order, then use hand to 
rotate the metal nut to stick basin.
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2. Montera diskmaskinsavstängningen i diskbänken
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Gummipackning

Metallbricka

Mutter

Skruv

2.Install the body group

Put the tubes into the sink hole.

3.Install the fixed components

Install two screws into the metal nut for next step 
usage;
Install the other rubber gasket, the metal washer and
metal nut into the body in order, then use hand to 
rotate the metal nut to stick basin.
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3. Montera de två skruvarna i den gängade muttern:
 3.1 Montera gummipackning och metallbrickorna på den gängade halsen
 3.2 Skruva på muttern
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Anslutningsslang Inlopp

（10 mm）

Anslutningsslang utlopp 
（R15）

4.Tighten nut, connect the inlet and outlet pipe

Connect the quick install hose with water inlet hose, 
the external G1/2 hose connect the dishwasher.

Lock  screw.1

2

4. Anslut slangarna:
 4.1 Lås muttern genom att dra åt skruvarna med en skruvmejsel
 4.2 Anslut slangarna till vattenledningarna
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Alterna Badrum distribueras av Dahl Sverige AB och Optimera Svenska AB
För teknisk support, kontakta oss på 020-58 30 00 eller tks@dahl.se

ON

OFF

Operation Guideline:
Counterclockwise turn on the water .Clockwise turn off the water.

MAINTENANCE
1. Keep the product clean, and clean it regularly.
2. Rinsed up with clean water, and wiped dry with soft cotton.
3. Acid or abrasive detergents are prohibited.

Questions and Solutions

Other quality problems, please contact the after-sales staff.
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Small water yield 

Hose is blocked

Small flow rate or lower pressure

Incorrect installation

clear the inside of the hoses

increase the flow rate 

or pressure

check whether the water supply 
hose is twisted

No water flow The main water control valve is locked Check the water control valve

No. Questions SolutionReasons

The defect faucet change the faucet
The faucet drips 
when it is turned 
off

Skötselråd
Rengöring får ej ske med rengöringsmedel som innehåller slipmedel, starka syror, 
ammoniak eller klorin. Stålull eller slipsvamp ska inte heller användas. Rengöring 
rekommenderas med mildare rengöringsmedel och mjuk trasa eller liknande.
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Distribueras av SGDS Gruppen AB
För teknisk support, kontakta oss på 020-51 55 15 eller tks@alterna.se

Disk- och tvättmaskinsavstängning
Monteringsanvisning

Certifierad av  
RISE och  

godkänd enligt PBL. RISE typgodkännande C900106. 

Tillverkarförsäkran: 
Tillverkningen av denna produkt har skett i enlighet med typgodkännandet med beslut om tillverkningskontroll samt de handlingar 
som lagts till grund för  beslutet om typgodkännandet. 


