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PART NO. DESCRIPTION QTY MATERIALWEIGHT REMARKS

A

B

DRAWING NO.:

PRODUCT NO.:

MATERIAL:

SCALEWEIGHT

DESCRIPTION:

DATE.

DATE.
DATE.

APPROVE

CHECK

DESIGN

2018 A/2

2019.01.11

2019.01.11

2019.01.11

2019.01.11Version update date

1

Zhang liangshui

Liu xingguang

Xie yuyong

Version 

2

3

PN10Nominal pressure
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PART NO. DESCRIPTION QTY MATERIALWEIGHT REMARKS

A

B

DRAWING NO.:

PRODUCT NO.:

MATERIAL:

SCALEWEIGHT

DESCRIPTION:

DATE.

DATE.
DATE.

APPROVE

CHECK

DESIGN

5014205

Xie yuyong

Liu xingguang

Zhang liangshui

2018 A/2

2019.01.11

2019.01.11

2019.01.11

2019.01.11Version update date2

PN10Nominal pressure

Version

1

3

Nr. Namn Material

1 Ventilhus CW511L Max 0,10% bly

2 O-ring EPDM

3 Plugg CW511L Max 0,10% bly

4 Insats POM Neoperl

5 Klämringsmutter CW617N

6 Klämring H62

7 Låsring SS304

Nr. Namn Material

1 Ventilhus CW511L Max 0,10% bly

2 O-ring EPDM

3 Plugg CW511L Max 0,10% bly

4 Insats POM Neoperl

RSK Namn Dimension

5014200 AVI 1666 12 mm

5014201 AVI 1666 15 mm

5014202 AVI 1666 22 mm

5014203 AVI 1666 28 mm

5014204 AVI 1667 G10

5014205 AVI 1667 G15

5014206 AVI 1667 G20

5014207 AVI 1667 G25

5014208 AVI 1667 G32

5014209 AVI 1667 G40

5014210 AVI 1667 G50

Konstruktion
Mjuktätande fjäderbelastad backventil i 
avzinkningshärdig mässingslegering med 
blyinnehåll mindre än 0,1%. Kontrollerbar  
enligt EN1717

Användningsområde
För tappvatten, värmesystem

Dimensioner
AVI 1666: 12, 15, 22, 28mm klämringsanslutning 
AVI 1667: G10, G15, G20, G25, G32, G40, G50 
invändigt gängad

Max arbetstryck/arbetstemperatur
Högsta tillåtna drifttryck är 1,0 MPa och där 
vattentemperaturen momentant inte överstiger 
95 °C eller kontinuerligt inte överstiger 70 °C.

Montering
Kan monteras vertikalt eller horisontellt

Typgodkännande
RISE SC 1183-17
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DRAWING NO.:

PRODUCT NO.:

MATERIAL:

SCALEWEIGHT

DESCRIPTION:

2018 A/2

DATE.

DATE.
DATE.

APPROVE

CHECK

DESIGN

2019.01.11Zhang liangshui
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Xie yuyong

2019.01.11

2019.01.11

2 Version update date 2019.01.11
Nominal pressure PN10
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PRODUCT NO.:

MATERIAL:

SCALEWEIGHT

DESCRIPTION:

DATE.

DATE.
DATE.

APPROVE

CHECK

DESIGN

5014202

2018 A/2

2019.01.11

2019.01.11

Zhang liangshui

Liu xingguang

Xie yuyong 2019.01.11

2019.01.11Version update date

1

Version 

2

3

PN10Nominal pressure
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5014203

5014203

5014200

5014200

5014203

PART NO. DESCRIPTION QTY MATERIALWEIGHT REMARKS

A
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DRAWING NO.:

PRODUCT NO.:

MATERIAL:

SCALEWEIGHT

DESCRIPTION:

DATE.

DATE.
DATE.

APPROVE

CHECK

DESIGN

5014203

2018 A/2

2019.01.11

2019.01.11

Zhang liangshui

Liu xingguang

Xie yuyong 2019.01.11

2019.01.11Version update date

1 PN10Nominal pressure

Version
2
3

Tekniska specifikationer AVI 1666

Inspektion av kontrollerbar backventilsinsats
1. Skruva ur pluggen ur ventilhuset

2. Kontrollera att insatsen inte sitter fast eller står i öppet läge

3. Skruva tillbaka pluggen



Tekniska specifikationer AVI 1667
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Xie yuyong
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Zhang liangshui

2018 A/2
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Xie yuyong

Liu xingguang

Zhang liangshui

2018 A/2
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PN10Nominal pressure
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5014206
Xie yuyong

Liu xingguang

Zhang liangshui

2018 A/2

2019.01.11
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2019.01.11Version Update2

Version3

1 PN10Nominal pressure
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5014210

Xie yuyong

Liu xingguang

Zhang liangshui

2018 A/2

2019.01.11

2019.01.11

2019.01.11

2019.01.11Version update date2

Version3

PN10Nominal pressure
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3/8"– 2" Backventil KVS Flöde m³/h

Tryckfallsdiagram 
AVI 1666
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12 mm – 22 mm Backventil KVS Flöde m³/h

Tryckfallsdiagram 
AVI 1667
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