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Art.no. Reference SVHC - Lead
CAS (7439-92-1)

11300700 ESBE TM20-5,5 22MM KRK 2,0%
11300900 ESBE T20-8,0 RP 3/4 2,0%
17000800 ESBE INSATS K1C 2,0%
17001100 ESBE INSATS K2A-S 2,0%
17001400 ESBE INSATS K3A-S 2,0%
17001700 ESBE INSATS K4-S 2,0%
17001800 ESBE INSATS K5A-S 2,0%
17002000 ESBE INSATS K5B-S 2,0%
17002100 ESBE INSATS K6-S 2,0%
17002400 ESBE INSATS 3MG-1 2,0%
17002500 ESBE INSATS 3MG-2 2,0%
17003000 ESBE INSATS V1 2,0%
17003100 ESBE INSATS V2A 2,0%
17003400 ESBE INSATS V4 2,0%
17003500 ESBE INSATS V5 2,0%
17003700 ESBE INSATS TM/4HG 2,0%
17003800 ESBE INSATS 4MG-1 2,0%
17004100 ESBE INSATS 4MG-2 2,0%
17004200 ESBE INSATS 4TM20/4HG 2,0%
17004300 ESBE INSATS 3HG 2,0%
17004400 ESBE INSATS BIV 22 2,0%
17004500 ESBE INSATS DN25 3-VÄGS 2,0%
17004600 ESBE INSATS H32-40 3-VÄGS 2,0%
17004700 ESBE INSATS H32-50 4-VÄGS 2,0%
17006500 ESBE INSATS V1T 2,0%
17006800 ESBE INSATS TV 60°C 2,0%
17007000 ESBE INSATS TV 72°C 2,0%
17007300 ESBE INSATS TV 45°C 2,0%
17007400 ESBE INSATS TV 55°C 2,0%
17050800 ESBE CRS211 FRAMLEDNINGSGIVARE <10%
17050900 ESBE CRS213 UNIVERSALGIVARE ART.1460 <10%
17051100 ESBE CRS215 UNIVERSALGIVARE HÖGTEMP <10%
17052000 ESBE CRS911 FLOW PIPE SENSOR <10%
17053100 ESBE CRA911 FRAMLEDNINGSGIVARE <10%
26100700 ESBE KTB112 GÄNGKOPPELSATS DN15 3,5%
26100800 ESBE KTB112 GÄNGKOPPELSATS DN20 3,5%
26100900 ESBE KTB112 GÄNGKOPPELSATS DN25 3,5%
26101000 ESBE KTB112 GÄNGKOPPELSATS DN32 3,5%
26101100 ESBE KTB112 GÄNGKOPPELSATS DN40 3,5%
26101200 ESBE KTB112 GÄNGKOPPELSATS DN50 3,5%
27000100 ESBE VLA901 REP.SATS PACKBOX 2,0%
27000700 ESBE VLB901 PACKBOX 2,0%
27000800 ESBE VLB903 PACKBOX 2,0%
31350500 ESBE VTA323 35-60°C 20-1,5 CPF22 1,5%
36551700 ESBE KTD112 KOPPELSATS G1-R3/4 3,5%
36551800 ESBE KTD112 KOPPELSATS G1 1/4-R1 3,5%
36551900 ESBE KTD112 KOPPELSATS G1 1/2-R1 1/4 3,5%
36552000 ESBE KTD112 KOPPELSATS G2-R1 1/2 3,5%

ESBE hereby declares, based on information provided by its suppliers, that its products comply with 
the requirements of the Reach regulation. In case that the substances mentioned in the most recent 
list of substances of very high concern published by the European Chemicals Agency (ECHA), it is 
stated below: 
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36552100 ESBE KTD112 KOPPELSATS G2 1/4-R2 3,5%
36552200 ESBE KTD212 KOPPELSATS G1-R3/4 3,5%
36552300 ESBE KTD212 KOPPELSATS G1 1/4-R1 3,5%
36552400 ESBE KTD312 KOPPELSATS G1-R3/4 3,5%
36552500 ESBE KTD312 KOPPELSATS G1 1/4-R1 3,5%
36552900 ESBE KCD313 KOPPELSATS G1-CPF22 3,5%
37000100 ESBE VTA933 REP.SATS 35-60°C 1,5%
37000200 ESBE VTA933 REP.SATS 29-49°C 1,5%
37000400 ESBE VTA932 REP.SATS 35-60°C 1,5%
37000500 ESBE VTA932 REP.SATS 20-43°C 1,5%
37000700 ESBE VTA931 REP.SATS 35-60°C 1,5%
37000800 ESBE VTA936 REP.SATS 35-60°C 1,5%
37001100 ESBE VTA937 REP SATS 35-60°C 1,5%
37001200 ESBE VTA937 REP SATS 20-43°C 1,5%
37001300 ESBE VTA932 REP.SATS 30-70°C 1,5%
37001400 ESBE VTA931 REP.SATS 30-70°C 1,5%
37001500 ESBE VTA932 REP.SATS 45-65°C 1,5%
37001600 ESBE VTA932 REP.SATS 50-75°C 1,5%
37001700 ESBE VTA937 REP SATS 20-55°C 1,5%
37001800 ESBE VTA937 REP SATS 30-70°C 1,5%
37002000 ESBE VTA932 LF REP SATS 35-60°C 0,1%
37050800 ESBE VTA922 REP.SATS 20-40°C 2,0%
37051000 ESBE VTA922 REP.SATS 38-65°C 2,0%
37051400 ESBE VTA922 REP.SATS 20-40°C 2,0%
37051500 ESBE VTA922 REP.SATS 10-30°C 2,0%
37052000 ESBE VTA922 REP.SATS 30-70°C 2,0%
37052100 ESBE VTA972 REP.SATS 20-40°C 2,0%
37100100 ESBE VTA952 REP SATS 20-43°C 1,5%
37100200 ESBE VTS952 REP SATS 45-65°C 1,5%
37100300 ESBE VTA952 REP SATS 50-75°C 1,5%
37100400 ESBE VTA955 REP SATS 20-43°C 1,5%
37100500 ESBE VTA955 REP SATS 45-65°C 1,5%
37100600 ESBE VTA955 REP SATS 50-75°C 1,5%
37100700 ESBE VTA953 REP SATS 45-65°C 1,5%
37100800 ESBE VTA953 REP SATS 35-50°C 1,5%
37100900 ESBE VTA956 REP SATS 45-65°C 1,5%
37101000 ESBE VTA956 REP SATS 35-50°C 1,5%
37101100 ESBE VTA957 REP SATS 10-30°C 1,5%
37101200 ESBE VTA957 REP SATS 20-43°C 1,5%
37101300 ESBE VTA957 REP SATS 45-65°C 1,5%
37101500 ESBE VTA957 REP SATS 20-55°C 1,5%
37101600 ESBE VTA952 REP SATS 29-49°C 1,5%
37101700 ESBE VTA957 REP SATS 30-70°C 1,5%
37102000 ESBE VTD911 REP.SATS 45°C 1,5%
37102100 ESBE VTD911 REP.SATS 50°C 1,5%
37102200 ESBE VTD911 REP.SATS 60°C 1,5%
37102300 ESBE VTD911 REP.SATS 70°C 1,5%
37102400 ESBE VTD958 REP SATS 42-52°C 1,5%
37120100 ESBE VTS952 REP SATS 45-65°C 1,5%
37120200 ESBE VTS952 REP SATS 50-75°C 1,5%
37120300 ESBE VTS955 REP SATS 45-65°C 1,5%
37120400 ESBE VTS955 REP SATS 50-75°C 1,5%
37160100 ESBE VTE931 REP SATS 22-28°C 1,5%
37160200 ESBE VTE951 REP SATS 22-28°C 1,5%
37202500 ESBE ATA902 TERMOSTAT 35-95°C 0,6%
37202600 ESBE ATA902 TERMOSTAT 60-95°C 0,6%
57000100 ESBE VTC931 TERMOSTAT 45° VTC300 0,6%

Page 2 of 3 2022-05-23



ESBE AB 
Bruksgatan 22
333 75 Reftele

 Sweden

57000200 ESBE VTC931 TERMOSTAT 55° VTC300 0,6%
57000300 ESBE VTC931 TERMOSTAT 60° VTC300 0,6%
57000400 ESBE VTC931 TERMOSTAT 70° VTC300 0,6%
57000500 ESBE VTC931 TERMOSTAT 80° VTC300 0,6%
57000600 ESBE VTC931 TERMOSTAT 42/45°C VTC/VMC300 0,6%
57000700 ESBE VTC931 THERMOSTAT 50°C VTC300 0,6%
57020100 ESBE VTC951 TERMOSTAT 50°C VTC500/LTC100 0,6%
57020200 ESBE VTC951 TERMOSTAT 55° VTC500/LTC100 0,6%
57020300 ESBE VTC951 TERMOSTAT 60° VTC500/LTC100 0,6%
57020400 ESBE VTC951 TERMOSTAT 70° VTC500/LTC100 0,6%
57020500 ESBE VTC951 TERMOSTAT 75°C VTC500/LTC100 0,6%
57020800 ESBE VTC951 TERMOSTAT 65°C VTC500/LTC100 0,6%
57060500 ESBE LTC801 AVST.VENT. G1½" X G1" 3ST 2,2%
57060600 ESBE LTC801 AVST.VENT. G1½" X G1¼"  3ST 2,2%
57060700 ESBE LTC801 AVST.VENT. G1½" X G1½"  3ST 2,2%
57060800 ESBE LTC801 AVST.VENT. G1½" X G2" 3ST 2,2%
57060900 ESBE LTC801 AVST.VENT. G1½" X 28MM 3ST 2,2%
57080100 ESBE VTC941 REP SATS 50°C 1,5%
57080200 ESBE VTC941 REP SATS 55°C 1,5%
57080300 ESBE VTC941 REP SATS 60°C 1,5%
57080400 ESBE VTC941 REP SATS 65°C 1,5%
57080500 ESBE VTC941 REP SATS 70°C 1,5%
57080600 ESBE VTC942 REP SATS 50-70°C 1,5%
62100300 ESBE DVA111 VRG430 + ARA661 UPGR. SET 2,0%
64020100 ESBE FSK803 Circulation Unit 3,5%
64040700 ESBE FSK909 GIVARE PT1000 <10%
66100300 ESBE DVA111 VRG430 + ARA661 UPGR. SET 2,0%
67000600 ESBE GSP903 TERMOMETER UPGR SET 3,5%
67003300 GSP933 KULVENTILER RÖD-BLÅ TERMOME 3,5%
67003400 GSP911 KULVENTILER RÖD-BLÅ DN25 3,5%
67003500 GSP933 KULVENTIL 3,5%
67003800 ESBE GSP933 KULVENTIL DN20-G1 3,5%
67004000 GSP911 KULVENTILER RÖD-BLÅ DN32 3,5%
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